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ABOUT GSI

Year of incorporation: June 2007

Address:
25 Bukit BatokCrescent, 
#05-06,10&11, The Elitist,
Singapore 658066

Tel: (+65) 6515 7082

Fax: (+65) 6515 7095

Website: www.gsielect.com

Banker: United Overseas Bank Limited

Company RegNo.: 200710495H

Secretary &  
Accounting:

KSN Corporate Services PteLtd

www.gsielect.comGSI ELECTRONICS PTE LTD



Singapore Office 
Established

Bangkok, Thailand  Rep-
Office Established

Penang, Malaysia
Rep-Office Established

June 
2007

May 
2009

July
2011

Jakarta, Indonesia 
Rep-Office Established

Manila, Philippines 
Rep-Office Established

New Delhi, India
Rep-Office Established

June 
2015

July 
2016

May 
2018
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GLOBAL NETWORK & MILESTONE



ISO CERTIFICATION

www.gsielect.comGSI ELECTRONICS PTE LTD



www.gsielect.comGSI ELECTRONICS PTE LTD

ORGANIZATIONAL CHART

Senior Sales Manager

Managing Director

Operations Assistant Manager

Customer Service & Purchasing 
Department

HR & Finance Department

Logistics & Operation Support 
Department

Sales Support Team

Executive Director

Singapore Main Office

Malaysia Rep Office

Thailand Rep Office

Philippine Rep Office

India Rep Office



PRODUCT LINE CARD
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ÁFilm Capacitor
ÁAlu. ECAP
ÁPolymer Capacitor
ÁElectric Double Layer Capacitor (Coin & Radial type)

ÁRelay
ÁSolid State Relay (SSR)
ÁSwitches
ÁTerminal Block Connector
ÁTerminal Module

ÁDiode, Bridge Rectifier, Mosfet
ÁPower Module
ÁFuse & MOV
ÁPotentiometer
ÁHeatsink
ÁCoil & Inductor



LIGHTING

MEDICAL DEVICES 

RENEWABLE ENERGY

TELECOMMUNICATION

INDUSTRIAL

AUTOMOTIVE

CONSUMER PRODUCTS
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PRODUCT APPLICATIONS



No.1 Professional film capacitors 
manufacturer in the world. Established in 

May 1955.
4.6Billion pieces per year output

FILM CAPACITOR
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PRECISION and SMD POWER CAP FOR LAMP / UPS

AC MOTOR / MOTOR RUN CAP

DC-Link 
(HEV/EV, Wind Power/PV)

BOX TYPE
DIPPED TYPE

METALIZED / POLYESTER POLYPROPYLENE / 
X/Y CAP


